GENERAL HIGHLIGHTS

» Equipped with highly flexible LED optics

» Optimized street and road lighting
distribution

» Operating Temperature -40°C / +55°C

» Direct pole or side bracket mountable

» Tiltangle: +15° / -15°

» Spigot diameter: 60mm (optional 76mm)

» Tool-less access to housing

» Auto on - off switch during maintenance

» Lens arrays with special tunneling system
for Superior thermal management

* In compliance with EN 60598, EN 62722

+ ENEC and UL pending

CE (08 |66/ foosoe

Tura 64 LED

LL2036.754

27N ; A/l
@, 914
“ A#: ”_4; o (N
\ d ) ‘w.l
—353——
ELECTRICAL PROPERTIES

» Drive current: 700mA, 350mA (optional),
525mA (optional)

* Optimized PCB - Design

* Insulation class: CLASS |, CLASS I
(optional)

* Energy class: A+

* Power factor: >0.95

+ Input Voltage: 220V - 240V, 120V - 277V
(optional) at 50Hz / 60Hz

» Control type: On/Off, 1-10V (optional),
DALI (optional)

» Surge Protection: 10kV (optional)



OPTICAL PROPERTIES

» 8 different light distributions for different project requirements
» Glare management with special lens system

* MacAdam Ellipse 3

* Lumen output (absolute photometry): 14500lm - 16750Im
» Color temperature: 3000K, 4000K, 2700K (optional)

+ CRI>70 (4000K), CRI > 80 (3000K)
* Lumen depreciation: L90B50 > 84700h
» Photobiological safety: Risk Group 1

+ BUG Rating: B2 - U0 - G1

» Efficacy (absolute photometry): 122 Im/W (4000K at 700mA)

+ ULOR: 0%

BODY HOUSING & FINISH

» Corrosion resistant aluminum
housing

+ Electrostatic powder coating

+ HM1 to HM6 standard colors with
optional RAL codes

* Ingress protection: IP66

» Impact protection: IKO8

EXTRAS

* Nema Socket

+ Additional optical
varieties

» Higher CRI LED Chips

+ Constant Light Output
(CLO)

* Marine grade body

* IP rated terminal box

Finish Options

» HM1 — Special Black

» HM2 — Special Silvery Grey
* HMS3 - Special Dark Grey

» HM4 — Special Light Grey

+ HMb5 — Special White

» Optional RAL codes

Tura 64 LED

CODE DESCRIPTION CCT LUN:E;IStOel:‘;I')PUT POWER CL?RR!RVEENT

LL2036.754 Tura 64 LED 3000K 14500lm 137W 700mA

LL2036.754 Tura 64 LED 4000K 16750lm 137W 700mA
3000K 11000Im 100W 525mA
4000K 12500Ilm 100W 525mA
3000K 7200Im 70w 350mA
4000K 8300Im 70W 350mA




Polar Diagram
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